AIR/VAPOUR BARRIER
OVERLAP 6" (150mm) MIN.

MECHANICAL FASTENER SPACED
@8” (200mm) o.c. MAX

BACK-WRAP
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1/2" (13mm) MIN.
COMPRESSIBLE BACKER ROD WITH
UNOBSTRUCTED WEEP HOLES
@24" (600 mm) o.c.
CONTINUOUS METAL FLASHING
WITH DRIP EDGE

BACK—WRAP

1/2" (13mm) MIN.

SEALANT

&

AIR/VAPOUR BARRIER

OVERLAP 6" (150mm) MIN.
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|~CONCRI:—FE SLAB
SEALANT WITH BACKER-ROD

LOUVER VENT BOX SET IN
MORTAR & SEALED TO DUCT

EXHAUST DUCT

DAMPER

FOAM INSULATION
CONTINUOUS AROUND DUCT

AR/VAPOUR BARRIER
SEALED TO DUCT

~

X

BACK—WRAP

SYNTHETIC STUCCO OR

TEXTURE COATING FINISH (ECO)
(BASE COAT-EMBEDDED REINFORCING
MESH-PRIMER (OPTIONAL DEPENDING
ON FINSH) —FINISH COAT)

KORAX RAIN SCREEN PANEL

RIGID INSULATION

CONTIN. AIR/VAPOUR BARRIER
CONCRETE BLOCK

1/2" (12.7mm) GYPSUM BOARD

<J & LAYER OF INSULATION
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GYPSUM WALL BOARD BULKHEAD

ON FURRING CHANNELS

METAL FURRING
(OPTIONAL)

Synthetic Stucco or Texture Coating \Concrete Block Wall Detail @ Exhaust Vent
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FERO Engineering

15305—117th Ave., Edmonton, Alberta, T5M 3X4, Canada

Tel: (780) 455-5098  Fax: (780) 452-5969

www.ferocorp.com

E-mail: engineering@ferocorp.com




