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SPACED @ 8" (200mm)
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SYNTHETIC STUCCO OR
TEXTURE COATING FINISH
(ECO)

(BASE COAT—EMBEDDED
REINFORCING MESH—PRIMER
(OPTIONAL DEPENDING ON
FINSH) —FINISH COAT)
KORAX RAIN SCREEN PANEL
RIGID INSULATION

CONTIN. AIR/VAPOUR BARRIER
1/2" (12.7mm) SHEATHING
STEEL STUDS

1/2" (12.7mm) GYPSUM
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CLEATS 24ga (0.66mm) IN THE
MIDDLE HALF OF FLASHING
MECHANICALLY FASTENED
SYNTHETIC STUCCO OR

TEXTURE COATING FINISH (ECO)
(BASE COAT-EMBEDDED REINFORCING
MESH—PRIMER (OPTIONAL DEPENDING
ON FINSH)-FINISH COAT)

KORAX RAIN SCREEN PANEL

RIGID INSULATION

SHEATHING

STEEL STUD PARAPET FRAMING

BATT INSULATION

SHEATHING

ROOF MEMBRANES & FLEXIBLE
FLASHING
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6” (150mm) MIN.
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I LONG LEG
OUTER TRACK
ANCHORED TO
SLAB

| [~INNER TRACK

SNUG/SLIDING
FIT INSIDE
QUTER TRACK

~STONE BALLAST OR PAVERS
FILTER FABRIC
ROOF MEMBRANES & FLASHINGS
TAPERED INSULATION (OPTIONAL)
PRIMARY INSULATION
CONTIN. AIR/VAPOUR BARRIER
ROOF SLAB

SHEATHING ATTACHED TO
INNER TRACK

BOARD —¢

A

E=A= #H
Ié

[~

'_/

1

i
iEEA=#H
.

]

I

A
i::::f:,t
4

i

T

=
£

4
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DRYWALL ATTACHED TO INNER

Synthetic Stucco or Texture Coating \ Steel Stud Wall Detail @ Parapet

Low Parapet \ Conventional Roofing
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