- DOUBLE STUD ABUTTING TO COLUMM

I w
1
1|
I .
15
1l 5
i . L |
1 Z] b CONCRETE COLUMN OR
| \ji . 1——SHEAR WALL
*VT ‘\'vf' .
1
: STUD FASTEND TO COLUMN
" .
1I 111> q ||
1
' :
1 A ; DOUBLE STUD ABUTTING
: ’ TO CONCORETE
l ‘.
1 N :
| ,
1] ,» q ' T B
13" (80mm) MIN. SERFI SR :
K =
H I EN— et
| €
: q ﬁ' g/ a S H ﬁ.
1 E L;.,j ﬁ A . Il : I :||
e e —E’ﬁ——————;——/‘——————-i _______
z z z
fa fa fa
I] 1] I]
[T [l [l
[l [l [l
|| 1] 1] |1
T g q e T B e e
MECHANICAL FASTENER SPACEDJ
@8” (200mm) o.c. MAX
CORNER BEAD STUCCO

(MESH— BASE COAT— FINISH COAT)
KORAX RAIN SCREEN PANEL

RIGID INSULATION

CONTIN. AIR/VAPOUR BARRIER
1/2" (12.7mm) SHEATHING

STEEL STUDS

1/2” (12.7mm) GYPSUM BOARD __|

CONTROL JOINT 1/2” (13mm) MIN.-
COMPRESSIBLE BACKER ROD & SEALANT (AR SEAL)-

Stucco \ Steel Stud Wall Plan Detail @ Corner \ Control Joint
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